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R-GP6 Газ для монтажного пистолета
R-WW90II

[Russian]: Fuel cell for use in R-WW90II gas powered nailer

Информация о продукте

Свойства и

преимущества
•	 [Russian]:  Clean  Propane  & Butane  mixitu

re reduces  carbon  residue

•	 [Russian]:  High quality  propellant  for in
creased  performance

•	 [Russian]:  Contains  a fully  synthetic  oil  for
lubricating  the tool

•	 [Russian]:  Compatible  with leading  manu
factures  tools

•	 [Russian]:  The temperature  range  de
pends on the type  of gas - details  in the
technical  table

Комплементарн
ые продукты
•	 R-WW90II  Газовый

монтажный  пистолет  по
дереву

Применение
• [Russian]: Powering gas powe

red timber  framing  nailers
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Данные логистики

Артикул Тип миксера Смазка
Размер

Значение

Диапазон
рабочих

температур
КПД

Вес
единичной
упаковки

Вес сборной
упаковки

Штрих-код

[мм] [°C] [патроны] кг кг

R-GP6
Пропан-бут

ан
Синтетическ
ое масло

165 80 5 - 35 min. 1000 0.96 9.60
59066754937

70

R-GP6-S
Пропан-бут

ан
Синтетическ
ое масло

165 80 5 - 55 min. 1000 0.40 4.00
59066755125

49

R-GP6-W
Пропан-бут

ан
Синтетическ
ое масло

165 80 -8 do 25 min. 1000 0.40 4.00
59066755125

56


